Quality Wood Treating Co., Inc.
Prairie du Chien, Wi 53821

P.O. Box 350
(608) 326-2481

Material Safety Data Sheet » O-CCAW November 1999 Page 1

Trade Name: QUALITY WOOD Brand Pressure Treated Wood
{Osmose Brand CCA Pressure Treated Wood with Mold Inhibitor)
SECTION |
MSDS NUMBER $6-Osm
MSD3 CODE Osm
SYNONYMS, NiA
IMANUFACTURED BY: Licensees/Customers of Osmose, Inc
DIVISION ‘Wocd Presering Division
EPA REGISTRATION NUMBER NIA
VEHNDOR MIA
EMERGENCY PHONE 716} 882-5905
OTHER CALLS (T70) 2288434
ADDRESS 980 Elircott Street, Buffalo, New York 14209
IMSDS PREPARED BY Ten Muchow
DATE PREPARED June 18, 1990
DATE LAST REVISED June 17, 1990
SECTION ¥ - HAZARDOUS INGREDIENTSADENTITY INFORMATION
TRADE NAME' OSMOGE BRAND
PRESSURE TREATED WOOD
INGREDIENT NAME GAS OSHA PEL ACGIH TLV QTHER %
Arsanic Pantoxde 1303-28-2 001 mg/M? 001 mp/M* N/A See chart
as As as As helow
Copper Oxide 1317-39-1 1.0 mg/n? 10 mg/M? NfA See charl
as Cu as Cu balow
Trivalent Chromuim 1308-38-9 10 mgim® 0 5 mgit’ NiA 5Sew chart
as Cr as Gr below
Wood Dust (if machined) NI 5 mgim? S mgim® NiA Sae chart
bolow
PERCENTAGE OF HAZARDOUS INGREDIENTS — COMPONENT %
25 pof 4 pd 6 pd 10 pef 25pd
Arsanic Pantoxide 3% 4%, 6% 1% 26%
Copper Oxide 15% 2% % 6% 13%
Chromium Tnoxde 4% 6% 9% 14% 3%
Wood Dusr* 84 20% B2 98%, B347% B2 45% T8 88%
“Ttus represents the maxmum amount of wood dusl thal could be generated if the wood was compietély machined
TRADE NAME ppm Mold
Inhibtor In Wood
IMGREDIENT HNAME ChS OSHA PEL ACGIH TLV OTHER ppm
5-Chlorg-2-methyl-4-isothiazohn-3-one 26172-55-4 N/A N/A 100 pounds 4-11
2 Methyl-4-sothiazohn-3-one 2682-20-4 NA N/A 100 pounds 14
Magnesium chioroe 7786 30-3 Ni& N7A N/A 39
Magnesium nirate 10377-60-3 N/A N/A N/A 5-16

* ADDITIONAL INFORMATION *

None of the above ingradients of Claanwood Mold Lnhibilor are conswdered carcmogens
CCA treated wood with mold inhibrtor contamns less than one percent of the chermicals isted in the *ppm Moid Inhibitor In Wood™ table

Slates and lerritares aperatng their own OSHA programs may have more protactive PEL levels Conlact your slale agency to determme the status of the PELs
n your state

The above values may vary due to the vanabiiiy of freatmeni and the natural vanability of wood
Tha Arsenic Penloxida in this product 1s not subject 1o QSHA arsenic standard 23 CFR 1910 1018
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Osmose MATERIAL SAFETY DATA SHEET

SECTION 1 - CHEMICAL CHARACTERISTICS
) PERCENT VOLATALE THEORETIGAL VOC
BOILING MELTING FREEZING SPECIFIC GRAVITY BY VOLUME CONTENT
POMNT POINT POINY (0=1) (PERCENT OF WEIGHT)
N/A N/A NIA As Wood N/A N/A

VAPOR 1 EVAPORAYION RATE
PRESSURE BASIS (N-BUAC) = 1
N/A NJA

SOLUBILITY IN WATER _High REACTIVITY IN WATER N/A
APPEARANCE AND QDOR Green.ysliow_wood 1

SECTION |V - F| S|

FLASH POINT METHOD

FLAMMABILITY FLAMMABILITY
REACTIVITY REACTIVITY
PROTECTION

EXTINGUISHER MEDIA Water fog, foarn, CO,, dry chesmical

*B = safaty giasses and gioves

SPECIAL FIRE FIGHTING PROCEDURES Towic vapors from wood and preservative may be gven off in a fire Wear full protectve
equipment and self-contained arr unit
UNUSUAL FIRE AND EXPLOSION HAZARDS N/A

SECTIONV - REAGTIVITY DATA

1S THIS CHEMICAL STABLE UNDER NORMAL CONDITIONS OF HANDLING/STORAGE (Y/N)? Y

CONDITIONS TO AVOID (REGARDING STABILITY) N/A

INCOMPATIBILITY (MATERIALS TO AVOID} N/A

HAZARDOUS DECOMPOSITION PRODUCTS Thermal Ash will contain free arsenic and chromium and may be toxic
HAZARDOUS POLYMERIZATION POSSIBLE (Y/N)? N

CONDITIONS TO AVOID (REGARDING POLYMERIZATION) N/A

TION VI -

ROUTES OF ENTRY Eye and/or skin contact to wood, inhaiation of dust
SIGNS AND SYMPTOMS OF ACUTE OVEREXPOSURE EYE - Treated or untreated wood dust may cause mechanical irmtation
SKIN - Handling may cause spiinters  Prolonged and/or repeated direct contact with treated or untreated wood dust may cause mild,
transient /mtation  Some gpecies of untreated wood dust may cause allergic contact in } See
COMMENTS INHALATION - Finety divided treated or untreated wood dust may cause nose, throat of lung imtation and other
respiratory effects Burnung treated wood can reiease toxic metals into ash and possible smoke Some species of unireated wood
dust may cause allergic resp yr n See COMMENTS INGESTION - Not anticipated to be a
heatth problem A single ingestion by a smalt child of a large amount (approximately 2 5 oz or 6 cubic inches) of freated wood dust
may require immediate medical attention See NOTE TO PHYSICIAN and COMMENTS
NOTE TO PHYSICIAN I one ounce of treated wood dust per 10 Ibs of body weight are ingested, acute arsenic intoxication 1s a
possibrity
CHRONIC OVEREXPOSURE See the above exposure comments
CHEMICAL LISTED AS A CARCINOGEN OR POTENTIAL CARCINOGEN See COMMENTS section on page 3.
«  NATIONAL TOXICOLOGY PROGRAM (Y/N) Y
« 1ARC MONOGRAPHS (Y/N) Y
o« OSHA(YN} Y
MEDICAL CONDITIONS GENERALLY AGGRAVATED BY EXPOSURE Indmvduals with pre-existing disease in of a hrstory of allments
nvolving the skin, kidney Iiver respiratory tract eyes or nervous system are at a greater than normal nsk of developing adverse affects from
woodworking operations with this product
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Osmose MATERIAL SAFETY DATA SHEET

T EMERGENCY AND FIRST AID PROCEDURES T

@ EMERGENCY PHONE NUMBER OF MANUFACTURER: (716) 882-5905

1 INHALATION Remove from exposure If breathing has stopped or s difficult, admmister artficial respiration or oxypen as
indicated Seek medical aid
2 EYE CONTACT Gently flush any particies from the eys with large amounts of cold water DO NOT RUB EYES

3 SKIN CONTACT Rinse sion free of sawdust matenal with water to avoid abrasion of skin DO NOT RUB until skin 1s free of material
then wash thoroughly with scap and weter

4 INGESTION Give 1 - 2 glasses of milk or water to victim if conscious and alert Induce vomiting or gve 1 - 2 0z (30 - 60 g)
activated charcoal in water to vichm If conscious and alert. See COMMENTS below

COMMENTS

indviduals with pre-existing disease i or a history of aiiments Involving the akin, kidney, iiver, respiratory tract, eyes, or nervous system are at a
greater than normal nek of developing adverse effects from woodworiang operations with this product

UNTREATED WOOD DUST OR SAWDUST The principal heafth effects rep from o to or wood dust
o d from wood are rhinltis, con vt of supp 2 rates, chronic obstructive
lung changes, and nasal sinus cancer Skin and respiratory sensitization have been rep from epx to dust
studies have been reported on 0 nsks of n the making industry, the carpentry mdustry, and the lumber and

sawmill industry IARC has determined that there 1s sufficient evidence to classify untreated wood dust as a nasal carcinogen in humans (Ref
Monograph 62)

CCA TREATED WOOD Sawdust from CCA treated wood has been shown not to cause chromosome changes m mice fed sawdust of birth
defect In mice or rabbits recemng sawdust in their feed or apphed to therr slan

Ry P> to children using CCA trested wood playground equipment has been evaluated The results of thes study indicate that
the amount of arsenic transferred from the wood surface to the child s within the normal variation of total arsenic exposure to cluidren and that
the maxamum risks of skin cancer d with the exp P the sian cancer nsk from the sunlight expenenced durng play

penods
Leaf, stem, and frut of grape piants grown adjacent to CCA trested wood poles did not take up preservative components from the poles above
background levels (mit of detection 0.2 and 0.05 ppm for chrome and arsenic, respectively)

CCA PRESERVATIVE The effects of industrial exposure to the chrome-copper-arsenic preservative used to treat CCA wood has been

in three p gy studies n each case the authors concluded that workers exposed on a dadly baass to these
preservatives were &t no increased nsk of death or disease as a result of therr exposure
Ingestion of P { and ) of the liquid praservative have caused toxicity to pregnant laboratory ammats and their
fetuses Rep! per in y animais was not affected by feeding diets containing arsenic
IARC. NTP and OSHA do not consistently distinguish among arsenic or chrome species but kst inorg: arsenic and and certain
p as human 0 Cancers In have from long term 1) consumphion of Fowler's Solubion, 2
d | trivalent 2) and sian contact with inorganic trivalent arsenic sheep-dust, 3) the combned inhalation of arsemc
tnoxde (tnvalent arsencal) sulfur dioxide, and other parbicuiates from ore amefting in copper p 4) P to
soluble hexavalent chromum  This product s not manufactured with trivalent arsenic or soluble p but
may corntain some trivalent arsenic as a result of g after wood

This product must not come in contact with food or feed Showenng and clothing change recommended at the end of each shift
NolmownmgrednnnmhoccurltgwumnOI%.mmﬂmwmm.mlmulmmpén|nmuRCMmoguphsm
the

ofthe C 0 Risk of Cl toH , the NTP Annual Report on Carcinogens or OSHA 29 CFR 1910 1001-1047
Subpart Z Toxic and + { ficalty Reg! d
SECTION VIl - PRECAUTIONS FOR SAFE HANDLING AND USE
US DOT SHIPPING DESCRIPTION Not regt by Dep of Transp (DOT)

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORAGE Use good personal hypiene, wash before eating and smoking  Specify only
pressure treated wood treated with “oxxde” CCA preservatives and free from excess surface deposts of preservatives Avod handiing and
machming of freshly treated “wet” wood unless specified safety precautions are observed

OTHER PRECAUTIONS Do not use until Consumer Information Sheet (CIS) is read and Wash areas promptly and
thoroughly after skin contact from worlang with thrs product and before eating, driniang, using tobacco products or rest rooms Do not wear
contact lens without proper aye protection when using them Wear dust mask when cleaning up sawdust Read and follow CIS instructions
STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED Mamntan a clean workpiace Clean up scrap lumber and

sawdust
WASTE DISPOSAL METHODS Dispose waste matenal in an approved landfil DO NOT BURN! Ash may be toxc and a hazardous waste,
combustion vapors may be toxsc  Drspose in accordance with all Federal, State, and Local laws
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Osmose MATERIAL SAFETY DATA SHEET

SECTION VIll - CONTRO( MEASURES
RESPIRATORY PROTECTION When machining. a dust mask s recommended If exposure limits are d, use NIOSH app
rator Refer to the OSHA Arsenic Standard in 28 CFR 1910 1018 for appropnate respirator if the OSHA PEL s exceeded for arsenic
VENTILATION REQUIREMENTS In may be required In order to X hmits

LOCAL EXHAUST N/A

MECHANICAL When machining.

SPECIAL N/A

OTHER N/A

PROTECTIVE GLOVES Rubber when handiing wet wood  Leather to avoid sphinters

EYE PROTECTION To protect from sawdust.

OTHER PROTECTIVE CLOTHING OR EQUIPMENT As Y to limt exp when g wet wood
WORK/MYGIENIC PRACTICES Use good personal hygiene. VWash hands before eating or smokmg

*ADDITIONAL INFORMATION®

CALIFORNIA'S PROPOSITION 88 This product contains a chenucal known to the State of California to cause cancer and reproductive
toxcity

WHY STORAGE AND USE OF OSMOSE BRAND PRESSURE TREATED WOOD DOES NOT REQUIRE REPORTING THE SAME TO
STATE AUTHORITIES UNDER THE PROVISIONS OF THE SUPERFUND AMENDMENT AND REAUTHORIZATION ACT OF 1986
{SARA)

Ttie 1l of SARA requires compares to report to therr state agencies the storage of fied ch stored m equal to of greater
than the Threshold Pianning Quanity (TPQ) One of the fi 18 arseNIC p

The MSDS for Osmose Brand Presswre Treated Wood clesrly indicates that the product contains arsenic pentoxide  THIS 1S INCORRECT,
tut for a reason  Osmoss Brand Pressure Trested Wood contains arsenic in the form of a chromium areenste compiex with the wood as a

result of the foaation of copper and wood
TheMSDSmlenwmuchmmlmAwPAsundlrdmhlume of copper in the
treated wood on the cxde bams, regardiess of the form of ical used to the copper wood preservative  These
chermcal forms are always expressed on the oxide basis, Le , chmnﬁcomu((:ro;) copper oxide (CuO) and arsenic pentoxide (As20,) The
arsenic as found m Osmose Brand Pressure Treated Wood 13 a However, in order to comply with the

AWPA Standards, wmo’mnmmuudnnnummmddeoqummtmmMst

Since Osmose Brand Preasure Treated Wood does not contain arsenic pentoxide but rather a chromium arsenate compiex, you are naot

required 10 report your storage of the same under Title Il of SARA  However, l(youwtm you may do 30 by merely contacting your state

authorhes  Find out whers your jocal gency p untis and contact them to determine how you can ssaist in the
of 8 local pency pian.

1f your state map has any q g the above , please have him contact Geraid L Daugherty, Osmose Corporate
Counsal, at (520)778-2310

N/A = Not Applicable
NOTICE: The Information herein is given in good faith but no warranty, expressed or implied, is made, and Osmose, Inc
expressly chsclaims labliity from reli on such
information on this form is furnished for the purp of p with the Occupati Safety and Health Act of

1970 and shall not be used for any other purp Use or di of all or any part of this information for any
other purpose may result in a violation of law or constitute grounds for lega! action.
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